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Smart Battery Charging Programmer SBP-001

File Name:SBP-001-SPEC   2017-09-19

■ ��������	
����
�

■ ��������
��
��������	
���������������	��������������������
� �	��
��������!���!�������"������#��
�

����������"���������
�����"��	$���� �
��
��"��
��"��!��
�� �������������� ���������"��	$�����$��

�$#�
���$������������#�����"��#	 �
	�	�#�!������
���	�	���	�$�	$�	$#�
��%��	�"��"��#�
	�$������$�	$��

���
	���	�	����$#���$ �$	�$�����
�
���$���
	�����$�	��������������
��������!���!�������"���
�

&	�"������������������$#��"���������'���������"��
����
�����!������!���	$	
"�#���
	���!���"�����$
�

����"��
���	�	��
���&��%

�(������������!�������"���
�&	�"��"��	$���� ���������!�����$��	�$)*+

��	�������$$���	�$��$#���$�	����	�$

����$��#����!���������,���&�

���-�
����
�	$#	����

���,./��������$	���	�$���!���	$���#�#��$#�0�����!���$���	$���#�#

���#�����%1��������

)*+����
����$����������������������#���	�
%

■ �������

0��

To the personal

computer USB port

(Type A)

To the

programmer

(Mini USB)
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Mechanical Specification Case No.DAP-04        Unit:mm
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Control Pin No. Assignment (CN1) : HRS DF11-10DP-2DSA or equivalent

Pin No.Pin No.

1 6

7

8,10

9

2

3

4

5

AssignmentAssignment

UART_RX

UART_TX 5V

CANL

GND

3.3V

PMBUS_D

PMBUS_C

CANH

Mating Housing

HRS DF11-10DS
or equivalent

Terminal

HRS DF11-**SC
or equivalent

SPECIFICATION
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MODEL SBP-001

PROGRAMMING INTERFACE

LED INDICATOROUTPUT

COMM. INTERFACEINPUT

WORKING TEMP.

WORKING HUMIDITY

STORAGE TEMP., HUMIDITY

MTBF

DIMENSIONOTHERS

PACKING

PMBus, CANBus, UART

5V and 3.3V, for programming purpose only. Total 0.5W(max.)

Green: 3.3V interface          Orange: 5V interface

USB

0~ +40℃

20 ~ 90% RH non-condensing

-10 ~ +50 , 10 ~ 95% RH non-condensing℃

1034.6K hrs min. Telcordia SR-332 (Bellcore) ; 312.9K hrs min.      MIL-HDBK-217F (25 )℃

165*46*23mm (L*W*H)

0.12Kg; 84pcs/11Kgs/1.4CUFT

PROGRAMMING VOLT.

ENVIRONMENT

VIBRATION 10 ~ 500Hz, 2G 10min./1cycle, period for 60min. each along X, Y, Z axes

Smart Battery Charging Programmer SBP-001



File Name:SBP-001-SPEC   2017-09-19

Smart Battery Charging Programmer SBP-001

※ Communication cable for ENC

※ Communication cable for RPB
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HRS DF11-10DS HRS DF11-6DS

HRS DF11-8DS

HRS DF11-16DS

or equivalent or equivalent

or equivalent

or equivalent

HRS DF11-10DS

HRS DF11-6DS

HRS DF11-10DS

HRS DF11-8DS

Wire color

Wire color

Assignment

Assignment

PIN NO.
1

1

4

Blue

Blue

UART_RX

UART_RX

2

2

3

Yellow

Yellow

UART_TX

UART_TX

3

3

-----

7

-----

PMBUS_D

PMBUS_D

-----

8

-----

PMBUS_C

PMBUS_C

-----

-----

-----

-----

CANH

CANH

-----

-----

-----

-----

CANL

CANL

-----

-----

-----

-----

5V

5V

-----

----- ----- ----------

-----

-----

-----

-----

----- ----- Black

GND

GND
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6
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7
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1

Red

3.3V

3.3V

10

10

2

Black

GND

GND

PIN NO.

PIN NO.

PIN NO.

12
34
56
78
910

HRS DF11-10DS
or equivalent

HRS DF11-16DS

PIN NO.
---------------------------------------- ----- 2




